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Issued to:  HANGZHOU FOREVER PLASTICS CO LTD 

6 JIANGJIATOU 

HUILONG VILLAGE LIN AN 

HANGZHOU, ZHEJIANG 311300 CHINA 
   

This is to certify that 

representative samples of 

 SEAL MATERIALS 

Seal material, designated “PTFE Tape” in the colors blue, yellow and pink. 
For use on threaded joints of metal pipe not exceeding 1-1/2 in. pipe size in 
devices handling gasoline, petroleum oils, natural gas (pressure not over 100 
psig), propane and butane. 

   

  Have been investigated by UL in accordance with the Standard(s) indicated on 

this Certificate. 
   

Standard(s) for Safety:  U.S. Standard for UL Subject 1321 - Outline of Investigation for 

Polytetrafluoroethylene Plastic Tape, Seal Materials 

Additional Information:  See the UL Online Certifications Directory at www.ul.com/database for 

additional information 

 

Only those products bearing the UL Listing Mark should be considered as being covered by UL's Listing and Follow-Up 

Service. 

The UL Listing Mark generally includes the following elements: the symbol UL in a circle:  with the word “LISTED”; a 

control number (may be alphanumeric) assigned by UL; and the product category name (product identifier) as indicated in 

the appropriate UL Directory. 

 

Look for the UL Listing Mark on the product. 
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