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INTL AC PARTS

Hose Fitting

Femal O-ring R12 Beadlock Fitting(ALU.JOINT+ALU.JACKET)

m Part No. Specification Screw Model Part No. Specification Screw Model
INTL-HF2201 #5/16 Straight 9/16-18UNF INTL-HF2208 #8/90° 3/4-16UNF
Straight e
DJ INTL-HF2203 #5/16/90 9/16-18UNF INTL-HF2211 #10/45 718-14UNF
45 INTL-HF2205 #6/45 5/8-18UNF INTL-HF2213 #12/Straight 1.1/16-14UNS
ﬁ INTL-HF2207 #8/Straight 3/4-16UNF INTL-HF2215 #12/90 1.1/16-14UNS

Female Flare Beadlock Fitting(ALU.JOINT+ALU.JACKET)

Part No. Specification Screw Model Part No. Specification Screw Model

Straight INTL-HF2216 | #6/Straight 5/8-18UNF INTL-HF2222 | #10/Straight 7/8-14UNF
ﬂ‘ INTL-HF2218 | #6/90 5/8-18UNF INTL-HF2224 | #10/90° 7/8-14UNF
45 .
INTL-HF2220 | #8/45 3/4-16UNF INTL-HF2226 | #12/45 1.1/16-14UNS
90
Female O-ring R134a Beadlock Fitting(ALU.JOINT+ALU.JACKET)
e

Part No.
Straight oy, INTL-HF5201
]

Specification Screw Model Part No. Specification Screw Model

#6/Straight | | INTL-HF5207 | #10/Straight

T; INTL-HF5203 | #6/90° _ INTL-HF5209 | #10/90°
_t—j' INTL-HF5205 | #8/45° | INTL-HFs211 | #1245

ALLABOVEFITTINGALSO CAN USEALU. JOINT+IRON JACKET ,OR IRON JOINT+IRON JAVKET,
SPECIFICATION IS TOTALLY SAME, YOU JUST TELL US WHAT IS THE MATERIAL YOU NEEDS.

© Tron joint with iron jacket
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All Above fitting can be with R12 Valve or R134A Hign Pressure or Low Pressure Valve ,when you

place order, just tell us what you needs.| show some picture for your reference
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