9.800” [248.92mm] (OVERALL AREA)

0.098" [2.500mm] +/= 1Imm

b 9426" [239.420mm] (ARMOR GLASS) +/- Lmm -
F—— 8855 [2249nm] (NNER GASKET WINDOW) —— |~ 0.472% [12.00mm]
8:657" [219.90mm] (VIEWABLE AREA) L 0.571" [14.5inm]
85007 [215.90mm] (ACTIVE AREA L 0.650° [16.51mn)
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SPACER ADHESIVE
2.8MM ITO GLASS
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REVISIONS

IADD TOLERANCES, EDIT DOT & ARMOR06-07-11| DZ

MOD TOLERANCES

CET] DESCRIPTION DATE [ BY
B |ADD LATCH, RMV_GASKET, MOD DIMS|[04-29-11] DZ
c CHG THICKNESS 04-29-11] Dz
D FIX NOTES 05-03-11] D7
E
F

02-21-12)| DZ

PIN DESC
1 +X
2 +Y
0.250° [6.35mm] 3 X
4 -y

0.250” [6.35mm]

0.006” [0.15mm]

DETAIL A - DOT SPEC
SCALE 51

NOTES:

1. SUBSTRATE: 28MM ITO GLASS,

2. SAFETY SEAM ON ALL EDGES

3. ALL DIMENSIONS IN INCHES [MILLIMETERSI
4, CABLE: 4-PIN FPC TAIL

S, CONNECTOR: AMP TYPE WITH 0.100” [2.540MM]
PITCH, LATCHING, PART NUMBER 487526-3 OR
EQUIVALENT.

6. TOUCH SCREEN TO BE ACTIVATED WITHIN
ACTIVE AREA ONLY. NON-ACTIVE AREA MUST
HAVE A SCREENED ON DIELECTRIC AND NO
CONDENSED DOTS. VIEWABLE AREA TO BE
TRANSPARENT WITH NO BUSBARS VISIBLE.

7. TOTAL SENSOR THICKNESS: 0.130” [3.400MM1]
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