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High-performance panel computer capable of 24-hour operation and designed with
extensibility and serviceability in mind

PL-39001/3700T/3600T

PL-3900T
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Supported OS: Windows® XP / Windows® XP Embedded PL-3900T
Memory: DDR2 memory 512MB(512MBx1), 1GB(512MBx2), 2GB(1GBx2)

Display size Power Supply CPU Expansion Slot -
9: 19inch A:AC10010240V D2G: Core™ Duo 2.0GHz ~ 2: PClx 2 PL 3600T

7:15inch M18: Celeron® M440 1.86GHz ~ 4: PCl x 4
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hot swapping. Utilizing data
mirroring, you can replace de AN

The PL3000 Series features
the high-speed Intel®

Core™ Duo processor! the HDD like a cartridge for °
Up to 2GB of memory maintenance while the system is
can also be mounted. running. This enables for a :
continuous 24-hour operation. ﬂ
CF cards that support Windows® = 5

The high-speed dual-core — o XP Embedded offer HDD-less

processor significantly J 14 ) operation providing eliminating Replace HDD

improves processing speed. shock and vibration worries. S Gl
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The PL3000 Series can output possivielises Ethernet I/F Right Side View @ (VF
images to the FP3000 Series flat (10BASE-T/ 100BASE-TX / 1000BASE-T) - (10BASE-T / 100BASE-TX)
panel display. Flat panels can DVI-I IIF i [— Expansion slots

also be used as touch panels in . ‘J‘SGBB;'S”IF/‘::"”'V (PCI)

addition to displaying images. I°_”ff_s_'%’la_'l e

The PL3000 Series therefore AN era B

lends itself to applications such DVD-ROM drive
as integration in large equipment . . CF card slot (Optional item)
where remote operation is PL3000 Series FP3000 Series [

RAS I/F —— HDD slots

required. )
The above picture shows the PL-3600T (4 slots) modey
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Performance Specifications

Optional Items

Model PL-3900T PL-3700T PL-3600T Product Name Model No. PL-3900T PL-3700T PL-3600T
Supported OS Windows®XP / Windows®XP Embedded DIM Module DDR2 512MB CA7-DDR2-512MB O @] O
CPU Core™ Duo 2.0GHz / Celeron® M440 1.86GHz 1GB CA7-DDR2-1GB O ] ]
Chipset Intel® 945GME+ICH7M HDD Unit* 60GB APL3000-HD60 @) o o
BIOS Phoenix TrustedCore BIOS 128MB | CA3-CFCALL/128MB-01 O ©) ©)
Main Memory DDR2 SDRAM 512M bytes to 2G bytes (SO-DIMM socket x 2) CF Card 256MB | CA3-CFCALL/256MB-01 O ] ]
ar
Graphics SXGA (1280 x 1024 pixels) ‘ XGA (1024 x 768 pixels) ‘ SVGA (800 x 600 pixels) 512MB | CA3-CFCALL/512MB-01 O O ]
Video Memory Max.64MB (UMA Type) 1GB | CA6-CFCALL/GB-01 @) O O
Type 19inch TFT Color LCD ‘ 15inch TFT Color LCD ‘ 12.1inch TFT Color LCD .g Software Mirror Utility APL-SM3000 O O O
> Colors 262,144 Colors S|  USB Front Cable 1m CA5-USBEXT-01 O O O
- w
& . W376.3mm[14.81in.] x | W306.2mm[12.06in.] x | W248.0mm([9.76in.] x 3 USB Cable 5m FP-US00 O O @)
a Effective Display Area . : f Q
H301.0mm[11.85in.] H230.1mm[9.06in.] H186.5mm[7.34in.] < RS-232C Cable 5m FP61V-1S00-0 O O O
Backlight CFL (User-irreplaceable) CCFL (User-replaceable) Analog RGB Cable> | 4.5m FP-CV02-45 O O O
§ e Type Resistive Film (Analog) DVI-RGB Converter Cable | 5m CA7-CBLCVRGB-01 O @) @)
2 & Resolution 1024 x 1024 DVI-RGB Branch Cable | 15cm |CA7-CBLCVDVI-D/RGB-01 O O O
COMA: D-sub 9 pin (plug) (RI+5V switch possible, RS-422/RS-485 switch possible.) CA7-DFS19-01 ®)
M2: D- in (ol RI/+5V Ch . Screen Protection Sheet CA3-DFS$15-01 O
Serial Interface | Rs-2320-| COM2 D-sub 9 pin (plug) (RI/+3V Changeover.)
COM3: D-sub 9 pin (plug) CAT7-DFS12-01 @]
COM4: D-sub 9 pin (plug) “4 Not installed with operation system.
USB Interface USB TYPE-A rear x 4, front x 1 (USB 2.0 compatible) “5 When using the DVI-RGB Branch Cable.
- . . . .
3 T LAN 1:10BASE-T/100BASE-TX/1000BASE-T External Dimensions Unit: mm [in.]
g LAN 2:10BASE-T/100BASE-TX
Q
£ Serial ATA Serial ATA Rev.1.0a 2.5 inch HDD interface x 2 slots PL-3900T (2 slots) 46018.11] 12.7005) (- E127131_1.810.07)
Disk Master CF Card Interface
IDE I/F - —
Slave DVD-ROM 1 slot (option) pid
Video DVI-I 29 pin (Analog RGB supported)” o
I = i . =)
RAS Interface D-Sub 9 pin (socket) 8 S| | &
= = n &
Sound SPEAKER OUT (Mini pin jack connector) g g 'ﬂﬂﬂﬁ : 2
Expansion Slot PCIx2/PClx4 it
*1 Only outputs analog signals.Use RGB converter cable. — Front - i Right side
. gu - 419[16.50]
General Specifications ]
Model PL-3900T PL-3700T PL-3600T % — - 7 Panel Thinkness area 1.6 [ 0.06] to 10.0 [ 0.39]
e SEERS UL508, CSA-C22.2, No.142-M1987, EN55011 Class A, CE Marking
9 EN61000-6-2, EN60950-1, 47 CFR Part 15 Class A Bottom X
*The external views show above don't
Rated Voltage(Rated Frequency) ACB85 to 264V (50/60Hz) include the projections.
Power Consumption 145VA or less
_ : 165.5[6.52]  1.8[0.07]
] 1 oycle or less PL-3700T (2 slots) 42516.79] 1000391 10.07)
‘'S | Allowable Voltage Drop Y —
k] (Voltage drop interval must be 1s or more.)™2
Q
] ]
AC1500V 20mA for 1min.
RoltaociEncuiance (between charging and FG terminals) § = 5
il & = o
Insulation Resistance DC500V 10MQ (between charging and FG terminals) D I g 3
8
Surrounding Air Temperature < with HDD>: 5 to 50°C, <without HDD>: 0 to 50°C h
A - 10 to 90%RH — Front Right side
LA e A e (Not condensing, wet bulb temperature: 39°C or less. Wet bulb temperature with HDD:29°C or less)
383[15.10]
_ | Storage Temperature -20 to +60°C
g Storage Humidity 10 to 90%RH (Not condensing, wet bulb temperature: 39°C or less.) Panel Thinkness area 1.6 [0.06] to 10.0 [0.39]
@ s —
g Corrosive gas Free of corrosive gases E @.
o = — - . — — U
E Noise Immunity (via noise simulator) | Noise Voltage: 1500Vp-p I.:'ulse ADuratlon. 50ns, 500ns, 1us Rise Time: 1ns Bottom “The external views show above don't
5 | Electrostatic Discharge Immunity 6kV (complies with EN 61000-4-2 Level 3) include the projections.
<with HDD>: 10 to 57Hz single-amplitude 0.075mm, 57 to 150Hz constant-
" N . accelerated velocity 9.8m/s? X, Y, Z directions for 10 cycle (100 min.) PL- T (2 sl 338[13.31] 165.1[6.50] _, 1.8[0.07]
Vibration Resistance | .. HDD>: IEC61131-2 compliant, 5 to 9Hz single-amplitude 3.5mm, 9 to 3600T (2 slots) 1010.39)
150Hz constant-accelerated velocity 9.8m/s?, X, Y, Z directions for 10 cycle (100 min.)
Grounding Protective grounding: D type (Same for FG and SG terminals) _
9 =
Rating Equivalent to IP65f (only when not using front USB)™3 . ; §
Cooling Method Forced air cooling by the system fan and CPU fan D § &’
2 slots: Approx. 14.0kg [30.8b] | 2 slots: Approx. 12.0kg [26.41b] | 2 slots: Approx. 8.0kg [17.6lb] H H
© . (unit only) (unit only) (unit only) Front nght side
= Weight 4 slots: Approx. 15.0kg [331b] | 4 slots: Approx. 13.0kg [28.616] | 4 slots: Approx. 9.0kg [19.81b] 205[1.62]
E] (unit only) (unit only) (unit only)
L 2 slots: WASOMM[18.11in] x | 2 slots: WA25mm[16.73n] x | 2 slots: W338mm[13:31in] x T Panel Thinkness area 1.6 [ 0.06] to 10.0 [ 0.39]
H390mm[15.35in.] x H325mm([12.8in] x H286mm[11.26in] x
. . D181.2mm(7.13in.] D165.5mm[6.52in.] D165.1mm[6.50in.] b
External Dimensions | 4 qots: \460mm(18.11in] x | 4 slots: W425mm[16.73in x | 4 slots: W338mm([13.31in] x |= 1 Bottom *The external views show above don't
H390mm(15.35in.] x H325mm([12.8in.] x H286mm[11.26in.] x include the projections.
D233.2mm[9.18in.] D217.5mm(8.56in.] D217.1mm([8.55in.]
*2 Depending on the combined total of the expansion slot power supply and external load power values, Pa nel C ut D imensions Unit: mm [in.]
the allowable voltage drop may be 20ms or less.
*3 Meets IP65f testing requirements. Operation is not, however, guaranteed in every environment. PL-3900T PL-3700T PL-3600T
Under 4-R3 [0.12]
E N S I ots Under 4-R3 [0.12]
-R3 [0.12
Xpansion I s Uner 55 0.1
2slot Model 4slot Model Available Board Size 205.5[11.64]
1st Slot
o Gl PCI 180[7.09in.Jx 106.68[4.20in.] mm g = ]
PCI E = 2
3rd Slot & = o
—_— 255[10.04in] x 106.68[4.20in.] mm S < ]
4th Slot g ] g
Porensannl DC5V: 2.0ADC12V: 1.0A DC5V: 4.0ADC12V: 1.0A
pply DC-12V:0.1ADC3.3V: 1.0A | DC-12V:0.1ADC3.3V: 2.0A

Caution: Before operating any of these products, please be sure to read all related manuals thoroughly.

- All product names used in this document are trademarks or registered trademarks of their respective companies.

- All information contained in this document is subject to change without notice.

— For more information
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Human Machine Intertace.
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