795" 3245%° Touch panel Individual Specification [unit

£05 . . Top electrode| 250~530 | o
165 Terninals resistance 5 i ton dectrode | 250~600 | o
0, .
310.1 %S (Adhesive Tape) Linearity Max,1.5 %
301" (View Area) Capacity Max,200 | nF
Choattering Max,20 ms
MIN (K A ) :
- 30|5'1 ey area Operation starting force | 0.10~0.79| N
[ 1 Transmission factor Typ,78 5%
B\ ! " 3 (Transparency> Min,75
] U Sl s T o n This drawing is applied to the specification with the
o Yy >| @ o & S same model number
I < é + Ip)
™) o S = )
N 12.5% ER s B IS B PPN
— 4 c v ]
Y i P iy 0 J
2l g2 E| 8- g yu
x_L N No Y N ™ e L
- - - - - - - - - Fe0-ge -t o —l|zL TR
s O o > <] I
CCR o o % o oG o yL
w
5 - pH —=
= <
Front Surface [
Conductive
yL Detail C
| _ et v
4 SCALE 5i1
= & 04
-
Flexible Connector 25 um A | P1X3=3%00°
Copper with gold covering £0.08
Upper Electrode 188um 213 | =i 4-0.7""
Protection PET 12.54m Npp A =405 ,
A / on—glare ANR 5_0_.5""‘, 5-ROS Copper with
1 = g gold covering
8 2 1 ~ n S
3 — - (.
] ‘\ . o o ¥ T0 =
) Support PET Protection PET 25um Lower Electrode q %, 3 S
Glass t=1.8mm 9 s S ©
> g o =
o Q £
Detail B . ¢ =
= Detail A z
SCALE 21 I
SCALE 21 (2) (B, _zone) b
Adhesive tape A%
P 12 0.5*%nput
o) (Key Area) prohibited Area)
N ) 100-2590
M (Transparent Insulation)
\ 3 (%)Only internal use for the control code DATE 2008.06.19
( . .
Insulation) R—— APPROVED . TITLE . TOUCH PANEL
0,540 nput oo o . CHECKED . MODEL:  GG15—01—4D
prohibited Area) Lr:7J Adhesive ta CHECKED CONTROL V1
(B—zo(nae)) v DESIGNED Yinjian Guo PART . T/P DRAWING
ISSUE| DATE REVISIONS [GUNZE L]M]TED] SCALE . 1/2.5
3 RD ANGLE PROJECTION \_BLECTRONIC Components Division )| DRAWING No.: GG15-01F4D—V1-01




