High Tensile Prestressed Steel Strand Wire For Concrete

PRODUCT QUALITY CERTIFICATION

PRODUCT DESCRIPTION >

Product name

Steel Strand for Prestressed Concrete

Application Construction
Type Drawn Wire
PRODUCT PARAMETERS >
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9.3 51.61 405 88.8 755
SWPR7AN

10.8 69.68 546 120 102

124 92.9 729 160 136
SWPR7AL

15.2 138.7 1101 240 204

+04 -02

9.5 54.84 432 102 86.8

SWPRTEN i 741 1 1
i 49 260 & E 3.50% 70% 2.50%

127 98.71 774 183 156
SWPR7BL

15.2 138.7 1101 261 222

17.8 208.4 1652 387 330
SWPR19W +0.6
SWPR19L 218 -0.25 3129 2482 573 495

286 5324 4229 949 807




PRODUCT SHOW >

,

-

JUNNAN
SEIMER S

WWW.JUNNANSTEEL.COM Ci§



OUR CERTIFICATION >

A S AT

Alibaba.com Assessed Supplier

@ sz

‘ Suppher
o) Assessment

Supplier Assesament Conti Tangshan Junnan Trade Co., Ltd

RN T AR T YT 'llﬂll!&i

1) Supplier
/ Assessment

essment Cortificate

A Tnte Co L0

SGS

f

) Supplher

Q Assessment

plier Assessment Certificate

SGS




Packaging&Shipping >
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1. Quality Assurance "Knowing our mills"

2. On time delivery "No waiting around"

3. One stop shopping "Everything you need in one place”
4. Cost Saving Options "Getting you the best price"

5. Small quantity acceptable "Every ton is valuable to us"

6. Customer visits "Making you are like come back home”



