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' ALUMINIUM L RING SYSTEM / MULTIDIRECCIONAL EN ALUMINIO l

ALUMINIUM STANDARD
141 (VERTICAL)
ALUMINIO ESTANDAR (VERTICAL)

HEIGHT kg (Ibs)

3.0 M (910%) 6.9 (15.21)
2.5M (83" 5.92 (13.05)
2.0 M (6'7") 4.94 (10.89)
1.5M (4'11%) 3.96 (8.73)
1.0M (33" 2.98 (6.57)
0.5 M (1'7") 2 (44)

. ALUMINIUM DIAGONAL BRAGE M_ —
ALUMINIO TIRANTE DIAGONAL 7 B— e <
LENGTH kg (Ibs) .( ﬁ
2 (600mm) x33" (1000mm) 4.05(8.93)
ALUMINIUM LEDGER (HORIZONTAL)

U= ngn 143
£5 (fagmm], 5387 {1D00mm) aa5(3 15) ALUMINIO LIBRO MAYOR (HORIZONTAL)
3 (900mm) x33" (1000mm) 4.28 (9.44)

LENGTH kg (Ibs)

37" (1088mm) x 33" (1000mm) 4.46 (9.83)
3'11.5"(1200mm) x 33" (1000mm) 458 (10.1) M (ST 15 gE)
#11" (1500mm) x3'3" (1000mm) 492 (10 85) 06M (2) 2 44
52" (1572mm) x 3'3" (1000mm) 5 (11.02) 0.732 M (2'5") 22 (49)
511" (1800mm) x 33" (1000mm) 53 (11.68) 09M (3) 2.47 (5.45)
6'9.5" (2072mm) x 33" (1000mm) 5.65 (12.46) 1.088 M (37") 275 (6.06)
8'5.5" (2572mm) x 33" (1000mm) 6.62 (14.60) 12M (3115" 29 (6.4)
101" [30?2mm) x 33" (100(}mm) 7.02 {15.48} 15M (4.1 1"} 9537 {7_43)
25" (732mm) x 411" (1500mm) 4.82(10.63) 18M G119 38 (839)
3 (900 4'11" (1500, 4.92(10.85

(900mm) _x 4117(1500mm) (10.85) 2072 M (6'9.5") 42 (9.26)
37" (1088mm) x 4'11" (1500mm) 5.06 (11.16)

2572 M (8'5.5") 4.96 (11.93)
3'11.5"(1200mm) x 4'11" (1500mm) 5.15(11.35)
411" (1500mm) x 4'11" (1500mm) 5.43(11.97) 3072 M (107%) > (1251
59" (1572mm) x 411" (1500mm) 55 (12.13)
59" (1800mm) x 4'11" (1500mm) 5.74 (12.65)
6'8"  (2072mm) x 411" (1500mm) 6.05 (13.34)
8'4"  (2572mm) x 411" (1500mm) 6.66 (14.68)
. T ALUMINIUM

10 (3072mm) x 4'11" (1500mm) 7.31(16.12) GCONNEGTION PIN (SPIGOT)
2 (600mm) x6'6" (2000mm) 5.48 (12.08) 144 CONECTOR DE ALUMINIO

— 7 DIA.38 mm x 4.8 mm x 520mm
3 (900mm) x6'6" (2000mm) 561(12.37)

37" (1088mm) x 66" (2000mm) 571 (12.59)
3'11.5"(1200mm) x 6'6" (2000mm) 578 (12.74)
4'11" (1500mm) x 6'6" (2000mm) 6.02 (13.27)
59" (1572mm) x 66" (2000mm) 6.08 (13.40)
511" (1800mm) x 6'6" (2000mm) 6.28 (13.84)

— — ALUMINIUM ROSETTE
6'9.5" (2072mm) x 6'6" (2000mm) 6.55 (14.44) 145 ROSETA DE ALUMINIO
8'5.5" (2572mm) x 6'6" (2000mm) 71 (1565) 0.179 kg (04 Ibs)

10 (3072mm) x 6'6" (2000mm) 7.69 (16.95)




