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Sertag

2.9 inch Patrol Electronic Tags

TECHNICAL DETAILS  Product Model SETPBO290N_XG
- - Dimensions (mm) 88.5%41.5%13.8mm
| :::2‘;’;.2;“.510 g’%;g % Display Technology E ink
- Active Area (mm) 29(H) * 66.9(V)
Resolution (pixels) 296*128
Pixel Size (mm) 0.227*0.226
Pixel Colors Black/White
Viewing Angle Nearly 180°
Working Temperature 0-50°C
Product Weight 45g
Battery 1200mAh (CR2450%*2)
Battery Lifetime 3-5 years
ESL Operating Frequency 2.4G
Wireless Firmware Update Yes
Support Content Format Text/Picture/QR code/Barcode
Communication Radius 10m
Template Design DIY Yes
Communication Equipment Android/iPad
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Product Features

1. The equipment inspection is displayed by dynamic QR code.

2. The main goal is to prevent on-site personnel from cheating in patrol inspection and
ensure that they go to the site for patrol inspection and sign in.

3. The dynamic QR code can be automatically generated. The rule is that a fixed string can
be automatically added with time to generate a QR code, and then a QR code can be
regenerated with the change of time, and the QR code can be changed regularly.

For example, the setting is changed once for 3600s (the cycle setting can be adjusted
manually),

The scanned content of the displayed QR code is "fixed string (pick0009)+ time pinch
(2021060114190705)".

For example, pick000920210601190705, which will be scanned after the QR code is
switched and displayed in the next hour.

Yes: pick000920210601200710, (this is an hourly change)

4. Modify and set the configuration data through Android App.

5. Remaining power prompt.

6. Under the condition that the interval is 1 hour, the minimum standby time is not less than
18 months.

7. You can synchronize the time of the tag on the mobile phone, and you can perform a time
synchronization through the APP after replacing the battery.
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Method of Application
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The time interval of QR code
switching can be set freely
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Patrolling Label Demo
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Dynamic QR code
The content of the QR code can be automatically
The screen information can changed with the change of time
be changed or customized

Device Name{3%§i¥(§i9§

Device Code:i pick0009

Update Period | 3600 The change time of QR
(s): ) code can be set

The QR code changef
_every hour

It can be fixed on the desktop, wall, small
and beautiful shape, does not take up space.

The shape can also be customized
according to customer requirements.
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Product Installation Mode

Way

Desktop support

Picture

Paste bracket

Track frame

Magnetic suction bracket

Translucent clip

Translucent bracket

DALIAN SERTAG TECHNOLOGY CO., LTD
www.esimfg.com
www.lightpicksystems.com

wnanas ainlear ~Aam
wwwLelheer.cem


http://www.eslmfg.com/
https://www.lightpicksystems.com/
https://www.einkser.com/index.html

