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RIYANG
Hand Extruder

RIYANG
Hand Extruder

Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

℃

℃

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

1600

800

20-600 Adjustable

20-380 Adjustable

2

φ3.0-4.0

6.5

HITACHI

Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

1600

800

20-600 ℃ Adjustable

20-380 ℃ Adjustable

2

φ3.0-4.0

6.5

HITACHI

Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

℃

℃

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

1600

800

20-600 ℃ Adjustable

20-380 ℃ Adjustable

2.5

φ3.0-4.0

7.0 

METABO

Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

1600

800

20-600 ℃ Adjustable

20-380 ℃ Adjustable

2.5

φ3.0-4.0

7.0 

METABO

RYH1600A

RYH1600B

RYH1600C

RYH1600D

RYH1600A

RYH1600B

RYH1600C

RYH1600D

Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

3400

800

20-600 ℃ Adjustable

20-380 ℃ Adjustable

2

φ3.0-4.0

6.5

HITACHI

RYH3400A RYH3400A Model

Voltage

Material

Extruding Motor Power

Hot Air Power

Rod Heating Power

Air Temperature

Extruding Temperature

Extruding Volume

Rod Diameter

Net Weight

Driving Motor

W

W

W

Kg/h

mm

Kg

220V, 50Hz/60Hz

PE / PP

800

3400

800

20-600 ℃ Adjustable

20-380 ℃ Adjustable

2.5

φ3.0-4.0

7.0 

METABO

RYH3400C RYH3400C


