TEST PRESSURE

PROJECT HYDROSTATIC TEST

SHELL  [Woking pressure x 1.5 (g/cn?)

GRAL  [Woking pressure x 1. 1(Kg/cnl)

Working Pressure

NGO to DN250: 10g/en \
V00 to DNIOO: [ /cn \ 13
INE0: Sig/ N\ 12
D300 to DNGOD: fg/cnd \ 11
INT00 to DNI200: 2Kg/cn? \
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Normal Size

TBZ573X-10C (GB)

DN size Weight
mm) { L | D | DL | D2|DO| N-Th | d H (Kg)

500 [114] 670 | 620 | 582 | 310)20-M24| 027 [1200] 231

600 | 114 780 | 725 | 682 | 310 | 20-M27| 030 | 1410{ 344

No. Name Material
1 |Body WCB
2 |Lugs WCB
3 |Seat PTFE
4 |Disc 304
5 |Bolt 201
6 |Packing PTFE
7 INut/Bolt 201
8 |Gland WCB
9 |Bolt 201
10 |Stem Nut Brass
11 |Stem 2Crl3
12 |Yoke A3
13 |Bolt 201
14 |Yoke Head WCB
15 |Bearing ZChSnSbh10-6
16 _[Gear QT450
1. Basic Design: JB/T8691-1998
Note : 2. Flange: GB/T9113.1
3. Face to face: GB/T15188.2-94 Table6-TableT7
4, Test standard: GB/T13927
Knife Gate valve
| TBZ573X-10C




