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GrillMeater Probe Product Selection Table

Thank you for using the GrillMeater series of intelligent cooking probes, which are becoming intelligent tools for cooking food in restaurants, hotels, and home kitchens. The Bluetooth stainless steel probe is inserted into the food, and the temperature measurement data is wirelessly transmitted to the smartphone. You only need to download the app GrillMeat to accurately control the degree of raw and cooked food during the cooking process. Please refer to the table below to choose the product you need or browse www.grillmeater.com
	Probe dia.
CLASSIFICATION
	Probe with a diameter of 6mm

USB or AAA battery for fast charging in 10 minutes, with a range of 6 hours
	5mm diameter probe

Measure speed for 1 second, charge for 60 minutes, and have a range of 48 hours
	Probe with a diameter of 4mm

LED light indicates cooking is complete, charging for 60 minutes and battery life for 12 hours

	Transmission distance of 30 meters

The product consists of a wireless probe, charger, mobile phone, and GrillprobeE App, and food temperature measurement data is directly wirelessly transmitted to the smartphone. Set recipes, cooking degree, target temperature, and timing on the mobile app to monitor the cooking process of food.

It has low cost, simple and convenient use, and the wireless probe has a waterproof rating of IP68, which can be used in pressure cookers and air fryers. The food temperature measurement range is -40 to 100 ℃, and the handle can withstand temperatures up to 300 ℃.
	□ SH253A/B/D  Kitchen probe thermometer
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	□ SH253P  Food Cooking Intelligent Probe
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	□ SH253M Mini probe thermometer
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	Transmission distance of 100 meters

The product consists of wireless probes, relays, mobile phones, and GrillMeater App. Temperature measurement data is transmitted over long distances and is not affected by wireless signals shielded by metal in ovens and ovens.

A mobile phone can monitor up to 4 wireless probes and operate independently without the phone's standalone mode. When the food temperature or cooking time reaches the set target value, a beep alarm will sound, and the LED light will flash to notify the user in a timely manner.
	· SH253R6  6mm diameter remote food probe
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	· SH253R5  5mm diameter remote food probe
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	· SH253R6  Remote food probe with a diameter of 4mm
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	 Infinite transmission distance

The product consists of a probe, BLE/Wifi repeater, mobile phone, and GrillMeater App. We can customize WiFi communication methods for customers. The surface of the SN520 shell is exquisitely decorated with bamboo patterns, and it comes with a built-in lithium-ion rechargeable battery. SN521 is a black background white light LCD monitor with wireless or wired connection to temperature probes. It has multiple working modes of LCD thermometer/App/Standalone.
	
	· SN520S/F Single probe/four probe wireless repeater
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	· SN521/L Dual probes cooking monitor
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